
          To order INDIVIDUAL numbers:
        Determine size numbers needed 
     from this guide and order from 
   Die Cut Price Schedule.(page 25)
Choose your symbols from the
SHS chart below.

Note-
On larger quantities it may be more 
economical to have numbers and
specific hazard printed on the sign.

Kits Include:  One screen printed Color Diamond base, 

three of numbers 0-4 and one each of symbols - letters

ACID, ALK, COR, 

OXY, W and      

printed on clear

polyester 

self-adhesive material.

KIT (SEE SAMPLE)

KIT (SEE SAMPLE)

KIT (SEE SAMPLE)

CD-101
CD-103
CD-104

CD-151
CD-153
CD-154

CD-241
CD-243
CD-244

CDK-101
CDK-103
CDK-104

CDK-151
CDK-153
CDK-154

CDK-241
CDK-243
CDK-244

10"x10" AL
PL

VPO

15"x15" AL
PL

VPO

24"x24" AL
PL

VPO

10"x10" AL
PL

VPO

15"x15"
PL

VPO

 AL

24"x24"
PL

VPO

 AL

1
1" NUMBERS

KIT (SEE SAMPLE)

COR

CD-31
CD-33
CD-34

CDK-31
CDK-33
CDK-34

3"x3" AL
PL

VPO

3"x3" AL
PL

VPO

2" LETTER
SHS10

(SEE BELOW)

KIT (SEE SAMPLE)

2" NUMBER
1"  

LETTERS
SHS5

2
OXY

CD-51
CD-53
CD-54

CDK-51
CDK-53
CDK-54

5"x5" AL
PL

VPO

5"x5" AL
PL

VPO

(SEE BELOW)

KIT (SEE SAMPLE)

3" NUMBER1-1/2"  
LETTERS

SHS7

3
ACID

CD-71
CD-73
CD-74

CDK-71
CDK-73
CDK-74

7"x7" AL
PL

VPO

7"x7"
PL

VPO

 AL

(SEE BELOW)

(SEE BELOW)

(SEE BELOW)

4
ALK

4" NUMBER

4" LETTER
SHS15

6" NUMBER

0
W

5" LETTER
SHS24

8" NUMBER

0

ACID ALK OXCOR W

INDIVIDUAL NUMBERS

Color Diamond Kits

NFPA Color Diamonds

Color sections to correspond to the National Fire Protection 
Associations (NFPA)Hazardous Material Code No. 704M. The 
color diamond is used, with a numerical scale of 0-4 to indicate 
the health, fire and instability of special chemicals. The bottom
(white)section is used to show the specific hazard (acid, alkali, 
corrosive, etc.)

Please call  for pricing.  800-477-7233

Color Diamonds are supplied without numbers.

Color Diamond Kits are indicated with
 the K in part number and include numbers 
 and letters.

SPECIFIC HAZARD SYMBOLS
Individual symbols for white panel on bottom of Color Diamonds shown above.
See above to determine size needed. Printed on clear self-adhesive material.

SHS3-AC

SHS5-AC

SHS7-AC

SHS10-AC

SHS15-AC

SHS24-AC

CD3

CD5

CD7

CD10

CD15

CD24

SHS3-AL

SHS5-AL

SHS7-AL

SHS10-AL

SHS15-AL

SHS24-AL

SHS3-CO

SHS5-CO

SHS7-CO

SHS10-CO

SHS15-CO

SHS24-CO

SHS3-OX

SHS5-OX

SHS7-OX

SHS10-OX

SHS15-OX

SHS24-OX

SHS3-W

SHS5-W

SHS7-W

SHS10-W

SHS15-W

SHS24-W

SHS3-R

SHS5-R

SHS7-R

SHS10-R

SHS15-R

SHS24-R

Right-To-Know

Fits the
CD size
shown
above

HEALTH HAZARD
4-Death
3-Extreme
   danger
2-Hazardous
1-Slightly
   hazardous
0-Normal
   material

FIRE HAZARD
Flash Points
     4-Below 73 F
     3-Below 100 F
     2-Below 200 F
     1-Above 200 F
     0-Will not burn

SPECIFIC
HAZARD
Oxidizer                  OXY
Acid                        ACID
Alkali                       ALK
Corrosive               COR
Use NO WATER
Radiation Hazard

INSTABILITY
4-May detonate
3-Shock and heat
may detonate
2-Violent chemical
change
1-Unstable if
heated
0-Stable

W

HAZARDOUS MATERIALS
CLASSIFICATION

HAZ-01   3 1/2" x 2 1/2" Plastic
HAZ-02   11" x 8"   VPO
HAZ-03   11" x 8"   Plastic
HAZ-04   14" x 10"   VPO
HAZ-05   14" x 10"   Plastic

HEALTH HAZARD
4-Death
3-Extreme
   danger
2-Hazardous
1-Slightly
   hazardous
0-Normal
   material

FIRE HAZARD
Flash Points
     4-Below 73 F
     3-Below 100 F
     2-Below 200 F
     1-Above 200 F
     0-Will not burn

SPECIFIC
HAZARD
Oxidizer                  OXY
Acid                        ACID
Alkali                       ALK
Corrosive               COR
Use NO WATER
Radiation Hazard

INSTABILITY
4-May detonate
3-Shock and heat
may detonate
2-Violent chemical
change
1-Unstable if
heated
0-Stable

W

CHEMICAL HAZARD
IDENTIFICATION SYSTEM

CHEMICAL NAME

HAZARDOUS MATERIALS
CLASSIFICATION

Graphically explains the
NFPA hazard coding system.

CHEMICAL HAZARD
IDENTIFICATION
SYSTEM

Kit includes:
1   14" x 10" .030 rigid plastic
     predrilled round-cornered sign.
3   Sets of 2" vinyl numbers (three
     of each number 0-4)
1   Set of 1" vinyl decal symbols
     (one of each symbol)

HAZ-06

HEALTH HAZARD

HEALTH
HAZARD

NFPA DIAMOND COLOR BAR

SPECIFIC
HAZARD

FIRE
HAZARD

INSTABILITY
HAZARD

FIRE HAZARD
Flash Points

INSTABILITY HAZARD SPECIFIC HAZARD
4-Deadly
3-Extreme danger
2-Hazardous
1-Slightly hazardous
0-Normal material

4-Below 73    F
3-Below 100   F
2-Below 200   F
1-Above 200   F
0-Will not burn

4-May detonate
3-Shock and heat
   may detonate
2-Violent chemical
    change
1-Unstable if heated
0-Stable

Oxidizer
Acid
Alkali
Corrosive
Use NO WATER
Radiation Hazard

OXY
ACID
ALK
COR

W

HEALTH HAZARD

FIRE HAZARD

INSTABILITY HAZARD

SPECIFIC HAZARD

RIGHT -TO-KNOW Wallet Cards

Front

Back

Size- 2" x 3½"

This laminated 
Wallet Card is an 
Economical
way to give every 
Employee an 
explanation of the
NFPA Hazard
Identification 
Codes.

RTN-WC

4

HEALTH
RATING EXPLANATION GUIDE

FLAMMABLE
Recommended Protection

Special full protective suit and
 breathing apparatus must be worn

Full protective suit and breathing
apparatus should be worn

Breathing apparatus with full face
mask should be worn

No precautions necessary

Very flammable

Ignites under normal
temperature conditions

May detonate under
normal conditions

May detonate with
shock or heat

Violent chemical change
but does not detonate

Not stable if heated
use precautions

Normally stable

Ignites with moderate
heating

Ignites when preheated

Will not ignite

Breathing apparatus may be worn

Susceptibility to Burning Susceptibility to Energy Release

INSTABILITY

4 4
3 3 3
2 2 2
1 1 1
0 0 0

PlAL VPO

TYRS EY NL

EO
P •

•

INM UU ML

•A
•

REP S SL  Y O

N NI

•V
•

MATERIALS

.5
1.0
1.5
2.0
4.0
5.0

SIZE  

PART#

SIGN KITS

CDK-3
CDK-5
CDK-7
CDK-10
CDK-15
CDK-24
CDK-30

105• Custom Jobs Our Specialty...Please Call For A Quote!• If You Don’t See It, We Can Make It!

1/2"  
LETTERS

SHS3

(SEE BELOW)

CD-
CDK-

NC

SC

Custom North & South Carolina
 Fire Department NFPA diamonds 
are available

03
0

jefflavery
Footer



RIGHT-TO-KNOW PAPER SHIPPING LABELS

SL-43 4" x 4"
250 labels per roll

Write-on pressure sensitive labels, provided in rolls.  Write in
chemical name and check off personal protection. 

SL-71

SL-72

SL-74

CHEMICAL NAME

HEALTH

FLAMMABILITY

INSTABILITY

1" x 1"

2" x 2"

4" x 4"

250 labels
per roll

CHEMICAL NAME

HEALTH

FLAMMABILITY

REACTIVITY

PERSONAL PROTECTION

FACILITY NAME
Address
City, State, Zip
Phone #

PHYSICAL HAZARDS

HEALTH HAZARDS

WATER REACTIVE
UNSTABLE (REACTIVE)
OXIDIZER
FLAMMABLE GAS

TOXIC
HIGHLY TOXIC
REPRODUCTIVE TOXIN
IRRITANT

CORROSIVE
SENSITIZER
CARCINOGEN

EXPLOSIVE
FLAMMABLE LIQUID SOLID
PYROPHORIC

COMBUSTIBLE LIQUID
COMPRESSED GAS
ORGANIC PEROXIDE

250 labels per roll

CHEMICAL NAME

HEALTH

FLAMMABILITY

INSTABILITY

PERSONAL PROTECTION

FACILITY NAME
Address
City, State, Zip
Phone #

PHYSICAL HAZARDS

HEALTH HAZARDS

WATER REACTIVE
UNSTABLE (REACTIVE)
OXIDIZER
FLAMMABLE GAS

TOXIC
HIGHLY TOXIC
REPRODUCTIVE TOXIN
IRRITANT

CORROSIVE
SENSITIZER
CARCINOGEN

EXPLOSIVE
FLAMMABLE LIQUID SOLID
PYROPHORIC

COMBUSTIBLE LIQUID
COMPRESSED GAS
ORGANIC PEROXIDE

2" x 6"

SL-44

6" x 4"
10 per pack

SL-929

HEALTH

FLAMMABILITY

INSTABILITY

TARGET ORGAN EFFECT
PROTECTIVE EQUIPMENT

PERSONAL PROTECTION SYMBOLS

ROUTE OF ENTRY

Eye Contact
Inhalation Hazard
Injection

Skin Absorption
Skin Contact

No Chronic Health Hazards
Carcinogen
Dermatitis
Irritant
Mutagen

Reproductive Toxin
Sensitizer
Teratogen

CHRONIC HEALTH EFFECTS

PHYSICAL HAZARDS

No Physical Hazards
Combustible
Explosive
Flammable
Organic Peroxide
Oxidizer

Pressure Hazard
Pyrophoric Liquid
Radioactive
Water Reactive

TARGET ORGANS

Bladder
Blood
Bone Marrow
Brain
Cardiovascular
System
Eyes
Gastrointestinal
System
Heart
Kidneys
Liver

Lungs
Mucous Membranes
Musculo-Skeletal
System
Nervous System
Reproductive 
System
Respiratory
System
Skin
Teeth

SL-930
Target Organ Effect Label
6 1/2" x 2 ½"
10 per pack

HEALTH HAZARD
4-Death
3-Extreme danger
2-Hazardous
1-Slightly hazardous
0-Normal material

FIRE HAZARD
Flash Points
     4-Below 73 F
     3-Below 100 F
     2-Below 200 F
     1-Above 200 F
     0-Will not burn

SPECIFIC
HAZARD
Oxidizer                  OXY
Acid                        ACID
Alkali                       ALK
Corrosive               COR
Use NO WATER
Radiation Hazard

INSTABILITY
4-May detonate
3-Shock and heat
may detonate
2-Violent chemical
change
1-Unstable if
heated
0-Stable

W

Write-On
NFPA Label

SL-925

SL-926

250 labels per roll

2" x 2"

4" x 4"

CHEMICAL

OWNER                               DATE

7/8" x 2-7/8"
500 labels per roll

5" x 3"

SL-927

SI-928
RIGHT-TO-KNOW LABEL

HC-101   6.25" x 6.75"
   Order 0.25" letters for chemical name.
HC-102   11.5" x 13"
   Order 0.50" letters for chemical name.

HC-103   17.5" x 20"
   Order 1" letters for chemical name.
HC-104   23" x 26"
   Order 1.25" letters for chemical name.

WRITE-ON HAZARDOUS COMMUNICATION LABELS
Write-on pressure sensitive vinyl labels. Add personal protection 
numbers and symbols (below) for graphic communication.

PRESSURE-SENSITIVE PICTOGRAMS
AND NUMBERS

Pictograms
Self-Adhesive vinyl
Strips of 10
1/2"x1/2"

Self-Adhesive vinyl
Numbers in 
Strips of 10
1/2" x 1/2"

1 2

3 4

0
PSP-01

PSP-05

PSP-09

PSP-13

PSP-02

PSP-06

PSP-10

PSP-14

PSP-03

PSP-07

PSP-11

PSP-15

PSP-04

PSP-08

PSP-12

PSP-16

PSP-17

PSP-20 PSP-21

PSP-18 PSP-19

Write-On Hazard
Warning Label

10 vinyl labels per package

Write-On Chemical I.D. Label

Right-To-Know THE SIGNS OF A SAFE INDUSTRY

DANGER

DANGER

EYE PROTECTION
REQUIRED HERE

DANGER

RESPIRATOR
REQUIRED

CAUTION

USE APRON

CAUTION

USE 
FACE SHIELD

DANGER

NO SMOKING OR
OPEN FLAMES

DANGER

HAND PROTECTION
REQUIRED

DANGER

FOOT PROTECTION
REQUIRED

CAUTION

USE PROTECTIVE
CLOTHING

CAUTION

USE CHEMICAL
GOGGLES

CAUTION

GROUND BEFORE
POURING

CHECK CHECK

TOXIC

ACID

ALKALINE

FLAMMABLE

COMBUSTIBLE

USE VENTILATION

CHECK

CHEMICAL NAME
MFGR. (EMERGENCY PHONE)

SL-928
6" x 6"
10 per pack

ROUTE OF ENTRY

Eye Contact
Inhalation Hazard
Injection

Skin Absorption
Skin Contact

No Chronic Health Hazards
Carcinogen
Dermatitis
Irritant
Mutagen

Reproductive Toxin
Sensitizer
Teratogen

CHRONIC HEALTH EFFECTS

PHYSICAL HAZARDS

No Physical Hazards
Combustible
Explosive
Flammable
Organic Peroxide
Oxidizer

Pressure Hazard
Pyrophoric Liquid
Radioactive
Water Reactive

TARGET ORGANS

Bladder
Blood
Bone Marrow
Brain
Cardiovascular
System
Eyes
Gastrointestinal
System
Heart
Kidneys
Liver

Lungs
Mucous Membranes
Musculo-Skeletal
System
Nervous System
Reproductive 
System
Respiratory
System
Skin
Teeth

HEALTH

FLAMMABILITY

INSTABILITY

PROTECTIVE EQUIPMENT

PERSONAL PROTECTION SYMBOLS

( CHEMICAL NAME HERE )
FIRE HAZARD

HEALTH HAZARD INSTABILITY HAZARD

4. DANGER: Flammable gas or extremely flammable liquid
3. WARNING: Flammable liquid flash point below 100  F

2. CAUTION: Combustible liquid Flash point of 100  F
to 200  F

1. Combustible if heated
0. Not combustible

4. DANGER: May be fatal on
    short exposure.  Specialized
    protective equipment required

3. WARNING: Corrosive or toxic.
    Avoid skin contact or
    inhalation

2. WARNING: May be harmful
    if inhaled or absorbed

1. CAUTION: May cause irritation

0. No unusual hazard

4. DANGER: Explosive material
at room temperature

3. DANGER: May be explosive if
shocked, heated under

confinement,
or mixed with water

2. WARNING: Unstable, or
may react if mixed with water

1. CAUTION: May react if heated,
or mixed with water

0. STABLE: Not reactive when
mixed with water

-Avoid use
of water

-Radiation

-Acid

ALK - Acid
COR - Corrosive
OXY - Oxidizing
          ChemicalsACID

W

PROTECTIVE EQUIPMENT REQUIRED

CHEMICAL
GOGGLES

FACE SHIELD RESPIRATOR AIR SUPPLY APRON GLOVES BOOTS FULL PROTECTIVE
CLOTHING

NO SMOKING GROUND
BEFORE POURING

CHEMICAL NAME - CAS

HEALTH

FLAMMABILITY

INSTABILITY
HAZARD RATING PERSONAL PROTECTION REQUIRED

4- SEVERE
3- SERIOUS
2- MODERATE
1- SLIGHT
0- MINIMAL

(WRITE CORRECT
NUMBER IN ABOVE  SQUARE)

Safety Glasses Protective Clothing

Chemical Goggles Apron

Face Shield Boots

Respirator Gloves

Dust Filter Mask

MARK APPROPRIATE PROTECTION REQUIRED

6+  

PERSONAL PROTECTION

4" x 4"

2" x 2"

500 labels per roll

SL-45
SL-915

PEN-01
Our stock permanent black
marking pen for writing on tags

PART#

PEN-01

106

HMIS (Hazardous Materials Identification System) provides clear, identifiable 
information to employees by standardize chemical information. The HMIS 
parallels NFPA in color and number coding; however, instead of the 
NFPA diamond, the HMIS uses a color bar system. HMIS satisfies HCS requirements.

• Custom Jobs Our Specialty...Please Call For A Quote!• If You Don’t See It, We Can Make It!
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        3-Language 
   Right-To-Know Center 

English, Spanish, French 

Highly visible RTK Center is easy to find and makes 

access to important MSDS chemical hazard sheets fast 

and easy. Center includes 3-language sign and 

MSDS1.5-in., 3-ring binder with one attached rack.

This versatile rack neatly holds , 
binders up to 4-inches diameter, 
notebooks, estimating sheets, etc. in the 
front sheet. 
Inside size: 8.25”H x 13.25”W x 4.25”D  

clipboards

Over-the-Seat  
MSDS Binder Rack
Create more space in your vehicle!

HAZARDOUS
MATERIAL

EQUIPMENT I.D.
PROCESS I.D.
MATERIAL I.D.

HEALTH

FLAMMABILITY

INSTABILITY

PERSONAL PROTECTION

HAZARDOUS
MATERIAL

FLAMMABILITY (RED)
4.  Extremely Flammable.  Below 73 F
3.  Ignites at normal temp.  Below 100 F
2.  Ignites at temperatures Below 200 F
1.  Must be preheated to burn. Above 200 F
0.  Will not burn.

HEALTH HAZARD (BLUE)
4.  Too dangerous to enter, vapor or liquid.
3.  Extreme danger.
2.  Hazardous.
1.  Slightly hazardous.
0.  Normal material.

INSTABILITY (YELLOW)
4.  May detonate.
3.  Shock and heat may detonate.
2.  Violent chemical change.
1.  Unstable if heated.
0.  Stable.

SEE OTHER SIDE

RTK-01

RTK-04 RTK-05

RTK-06 RTK-07

HAZARDOUS
MATERIAL

EQUIPMENT I.D.
PROCESS I.D.
MATERIAL I.D.

HEALTH

FLAMMABILITY

INSTABILITY

PERSONAL PROTECTION

HAZARDOUS
MATERIAL

FLAMMABILITY (RED)
4.  Extremely Flammable.  Below 73 F
3.  Ignites at normal temp.  Below 100 F
2.  Ignites at temperatures Below 200 F
1.  Must be preheated to burn. Above 200 F
0.  Will not burn.

HEALTH HAZARD (BLUE)
4.  Too dangerous to enter, vapor or liquid.
3.  Extreme danger.
2.  Hazardous.
1.  Slightly hazardous.
0.  Normal material.

INSTABILITY (YELLOW)
4.  May detonate.
3.  Shock and heat may detonate.
2.  Violent chemical change.
1.  Unstable if heated.
0.  Stable.

SEE OTHER SIDE

TARGET ORGANS

MATERIALES
PELIGROSOS

EQUIPO
PROCESO
MATERIAL

SALUD

INFLAMABILIDAD

INESTABILIDAD
ORGANO AFECTADO

MATERIALES
PELIGROSOS

INFLAMABILIDAD (ROJO)
4.  Extremamente inflamable, debajo de 73 F.
3.  Se enciende a temperatura normal, debajo
    de 100 F.

RIESGO A SALUD (AZUL)
4.  Demasiado peligroso para entrar, vapor
    o liquido.
3. Peligroso extremo.
2.  Peligroso.

INESTABILIDAD (AMARILLO)
4.  Puede detonar.
3.  Choque y calor pueden detonar.

MIRE EL OTRO LADO

PROTECCION PERSONAL

IDENTIFICACION

HAZARDOUS
MATERIAL

MATERIALES
PELIGROSOS

EQUIPMENT/EQUIPO
PROCESS/PROCESO
MATERIAL

HEALTH

SALUD

FLAMMABILITY

INFLAMABILIDAD

INSTABILITY

INESTABILIDAD

TARGET ORGANS/ORGANO AFECTADO

INFLAMABILIDAD (ROJO)

4.  Extremamente inflamable, debajo de 73 F.
3.  Se enciende a temperatura normal, debajo
    de 100 F.

RIESGO A SALUD (AZUL)

4.  Demasiado peligroso para entrar, vapor
    o liquido.
3. Peligroso extremo.
2.  Peligroso.

INESTABILIDAD (AMARILLO)

4.  Puede detonar.
3.  Choque y calor pueden detonar.

SEE OTHER SIDE/MIRE EL OTRO LADO

PERSONAL PROTECTION/PROTECCION PERSONAL

I.D./IDENTIFICACION

HAZARDOUS
MATERIAL

MATERIALES
PELIGROSOS

4.  Extremely Flammable.  Below 73 F
3.  Ignites at normal temp.  Below 100 F
2.  Ignites at temperatures Below 200 F
1.  Must be preheated to burn. Above 200 F
0.  Will not burn.

4.  Too dangerous to enter, vapor or liquid.
3.  Extreme danger.
2.  Hazardous.
1.  Slightly hazardous.
0.  Normal material.

4.  May detonate.
3.  Shock and heat may detonate.
2.  Violent chemical change.
1.  Unstable if heated.
0.  Stable.

Spanish

English

Bilingual

DANGER

DO NOT REMOVE THIS TAG

SEE OTHER SIDE

TO DO SO WITHOUT
AUTHORITY WILL MEAN
IMMEDIATE DISCHARGE

IT IS HERE FOR A PURPOSEDANGER

DANGER

EYE PROTECTION
REQUIRED HERE

DANGER

RESPIRATOR
REQUIRED

CAUTION

USE APRON

CAUTION

USE 
FACE SHIELD

DANGER

NO SMOKING OR
OPEN FLAMES

DANGER

HAND PROTECTION
REQUIRED

DANGER

FOOT PROTECTION
REQUIRED

CAUTION

USE PROTECTIVE
CLOTHING

CAUTION

USE CHEMICAL
GOGGLES

CAUTION

GROUND BEFORE
POURING

CHECK CHECK

TOXIC

ACID

ALKALINE

FLAMMABLE

COMBUSTIBLE

USE VENTILATION

CHECK

SIGNED BY
DATE

EXPOSURE TO THIS MATERIAL
CAN CAUSE DAMAGE TO THE 
FOLLOWING ORGANS AND/OR

PARTS OF THE BODY

SEE OTHER SIDE

HEALTH

FLAMMABILITY

INSTABILITY

PERSONAL PROTECTION

WARNING

BLADDER
BLOOD
BRAIN
CARDIOVASCULAR
SYSTEM
CENTRAL
NERVOUS SYSTEM
EYES
GALL BLADDER
HEART
INTESTINES
KIDNEY

LIVER
LUNGS
LYMPHATICS
PANCREAS
PROSTRATE
RESPIRATORY
SYSTEM
SKIN
SPLEEN
STOMACH
UTERUS

FOR FURTHER INFORMATION
AND INSTRUCTIONS REFER TO

CORRESPONDING M.S.D.S.

EXPOSURE TO THIS MATERIAL
CAN CAUSE DAMAGE TO THE 
FOLLOWING ORGANS AND/OR

PARTS OF THE BODY

SEE OTHER SIDE

WARNING

BLADDER
BLOOD
BRAIN
CARDIOVASCULAR
SYSTEM
CENTRAL
NERVOUS SYSTEM
EYES
GALL BLADDER
HEART
INTESTINES
KIDNEY

LIVER
LUNGS
LYMPHATICS
PANCREAS
PROSTRATE
RESPIRATORY
SYSTEM
SKIN
SPLEEN
STOMACH
UTERUS

FOR FURTHER INFORMATION
AND INSTRUCTIONS REFER TO

CORRESPONDING M.S.D.S.

HEALTH HAZARD
4-Death
3-Extreme danger
2-Hazardous
1-Slightly hazardous
0-Normal material

FIRE HAZARD
Flash Points
     4-Below 73 F
     3-Below 100 F
     2-Below 200 F
     1-Above 200 F
     0-Will not burn

SPECIFIC
HAZARD
Oxidizer                  OXY
Acid                        ACID
Alkali                       ALK
Corrosive               COR
Use NO WATER
Radiation Hazard

INSTABILITY
4-May detonate
3-Shock and heat
may detonate
2-Violent chemical
change
1-Unstable if
heated
0-Stable

W

RTK-02 RTK-03

English

ACCIDENT PREVENTION VINYL TAGS
Reusable write-on tags made of
.015 unrippable vinyl. 
Furnished with self-locking nylon fasteners.

HAZARDOUS MATERIALS VINYL TAGS
6 1/8" x 3" (.015) rigid vinyl. Available in English, Spanish and Bilingual.

RIGHT-TO-KNOW 
INFORMATION CENTER

30"x24"

Provide your employees
information on hazardous
materials used in your workplace.
Provides a central control area 
for keeping OSHA required 
information on Health, Flammability, 
Reactivity, and Target Organ Effects.  
Includes:
2" M.S.D.S. binder.  
Expanded rigid PVC base
with three sturdy pockets.

MINI RIGHT-TO-KNOW
INFORMATION CENTER

Includes:
  2" yellow M.S.D.S. binder.  
  Expanded rigid PVC base with
  pre-drilled holes.

2" BINDER ONLY  yellow with 
red lettering.

3" BINDER ONLY - yellow 
with red lettering.

Right-To-KnowTHE SIGNS OF A SAFE INDUSTRY

Help employees become familiar with M.S.D.S

RTN-MSDS...
RTN-LABEL 24"x30"... ENGLISH

RTN-LABEL-SP 24"x30".... SPANISH

RTN-MINI

RTN-BINDER 2

RTN-BINDER 3

M.S.D.S. TRAINING POSTER

HAZARDOUS MATERIAL POSTER

23½" x 37" Laminated High Quality Paper

HAZARDOUS MATERIALS IDENTIFICATION

FLAMMABILITY

INSTABILITY

TARGET ORGAN EFFECTS

Flash Point Below 73º F:  this substance is very flammable, volatile
or explosive depending on its state. Extreme caution should be
used in handling or storing of these materials.

May Detonate:  substances that are readily capable of detonation
or explosion at normal temperatures and pressures.  Evacuate
area if exposed to heat or fire.

Severe corrosive effect on tissues.  Severe toxic effect on blood, liver,
kidneys, nervous system, or other organ systems.  Special protective
clothing required against specific hazard.  Skin surface should not
be exposed.

Flash Point Below 100º F: flammable, volatile or explosive under
almost all normal temperature conditions.  Exercise great caution
in storage or handling of these materials.

Explosive:  substances that are readily capable of detonation or
exposure by a strong initiating source, such as heat, shock or
water.  Monitor from behind explosion resistant barriers.

Highly toxic and irritating to mucous membranes, lungs, eyes,
skin, digestive systems, or other organ systems.  Full protective
clothing required.  No skin surface should be exposed.

Flash Point Below 200º F: moderately heated condition may ignite
this substance. Caution procedures should be employed in handling.

Unstable:  violent chemical changes are possible at normal or elevated
temperatures and pressures. Potentially violent or explosive
reaction may occur when mixed with water.  Monitor from a safe distance.

Toxic:  Irritant to nasal passages, skin, lungs, kidneys, liver, and
respiratory organs. Use appropriate personal protective equipment.

Flash Point Above 200º F: this substance must be preheated to
ignite.  Most combustible solids would be in this category.

Normally Stable:  substances that may become unstable at elevated
temperatures and pressures or when mixed with water.  Approach
with caution..

Irritating vapor and fumes in contact with skin, eyes, and mucous
membranes.  Use self-contained  breathing apparatus.

Stable:  substances which will remain stable when exposed to heat.

Slight Irritant.  Protection for eyes and skin required.

Will Not Burn:  substances that will not burn.
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MATERIAL HAZARD CLASSIFICATION
SEVERE

SERIOUS

MODERATE

SLIGHT

MINIMAL

4
3
2
1
0

RADIATION

USE NO WATER

OXIDIZER

CORROSIVE

ALKALI

ACIDACID

ALK

OXY

COR

W

REACTIVITY
4-May detonate
3-Shock and heat
   may detonate
2-Violent chemical
    change
1-Unstable if heated
0-Stable

HEALTH HAZARD

4-
3-
2-
1-
0-

Deadly
Extreme danger
Hazardous
Slightly hazardous
Normal material

FIRE HAZARD

4-
3-
2-
1-
0-

Below 73ºF
Below 100ºF
Below 200ºF
Above 200ºF
Will not burn

Flash Points

SPECIFIC HAZARD
Oxidizer
Acid
Alkali
Corrosive
Use NO WATER
Radiation Hazard

OXY
ACID
ALK
COR

W

NFPA  FIRE HAZARD
IDENTIFICATION SYSTEM

LABEL SYSTEMS

ROUTE OF ENTRY

Eye Contact
Inhalation Hazard
Injection

Skin Absorption
Skin Contact

No Chronic Health Hazards
Carcinogen
Dermatitis
Irritant
Mutagen

Reproductive Toxin
Sensitizer
Teratogen

CHRONIC HEALTH EFFECTS

PHYSICAL HAZARDS

No Physical Hazards
Combustible
Explosive
Flammable
Organic Peroxide
Oxidizer

Pressure Hazard
Pyrophoric Liquid
Radioactive
Water Reactive

TARGET ORGANS

Bladder
Blood
Bone Marrow
Brain
Cardiovascular
System
Eyes
Gastrointestinal
System
Heart
Kidneys
Liver

Lungs
Mucous Membranes
Musculo-Skeletal
System
Nervous System
Reproductive 
System
Respiratory
System
Skin
Teeth

HEALTH

FLAMMABILITY

REACTIVITY

PROTECTIVE EQUIPMENT

PERSONAL PROTECTION SYMBOLS

ALCOHOL

1
3

2

EYE
PROTECTION

SAFETY GLASSES

HAND
PROTECTION

PVC OR
LATEX GLOVES

PROTECTIVE
CLOTHING

VINYL APRON

MATERIAL HAZARD
INDEX

HEALTH

Extreme Danger: serious injury would result from exposure to
this substance.  Do not expose any body surface to these
materials.  Full protective measures should be taken.

Dangerous: exposure to this substance would be hazardous to
health.  Protective measures are indicated.

Slight Hazard:  Irritation or minor injury would
result from exposure to this substance.  Protective
measures are indicated.

No Hazard:  exposure to this substance offers
no significant risk to health.

Deadly: even the slightest exposure to this substance would be
life threatening.  Only  specialized protective clothing, for these
materials, should be worn.
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•Easy to understand
•24" x 30" Durable, Flexible plastic

24”x 18"

BOTAS DE PVC/NITRILOMASCARA FACIAL
GUANTES DE
PVC/NITRILO

SALUD

INFLAMABILIDAD

INESTABILIDAD

ORGANOS SUSCEPTIBLES

LENTES DE SEGURIDAD

ALCOHOL
2
0
1

EQUIPOS DE PROTECCION

SIMBOLOS DE PROTECCION DE PERSONAS`

`

`

`

`

NFPA PELIGRO DE INCENDIO
SISTEMA DE INDENTIFICACION

EJEMPLO

SIMBOLOS AUTO-ADHESIVOS DE
PROTECCION PERSONAL

Flash Point Below 73º F:  this substance is very flammable, volatile
or explosive depending on its state. Extreme caution should be
used in handling or storing of these materials.

May Detonate:  substances that are readily capable of detonation
or explosion at normal temperatures and pressures.  Evacuate
area if exposed to heat or fire.

Severe corrosive effect on tissues.  Severe toxic effect on blood, liver,
kidneys, nervous system, or other organ systems.  Special protective
clothing required against specific hazard.  Skin surface should not
be exposed.

Flash Point Below 100º F: flammable, volatile or explosive under
almost all normal temperature conditions.  Exercise great caution
in storage or handling of these materials.

Explosive:  substances that are readily capable of detonation or
exposure by a strong initiating source, such as heat, shock or
water.  Monitor from behind explosion resistant barriers.

Highly toxic and irritating to mucous membranes, lungs, eyes,
skin, digestive systems, or other organ systems.  Full protective
clothing required.  No skin surface should be exposed.

Flash Point Below 200º F: moderately heated condition may ignite
this substance. Caution procedures should be employed in handling.

Unstable:  violent chemical changes are possible at normal or elevated
temperatures and pressures. Potentially violent or explosive
reaction may occur when mixed with water.  Monitor from a safe distance.

Toxic:  Irritant to nasal passages, skin, lungs, kidneys, liver, and
respiratory organs. Use appropriate personal protective equipment.

Flash Point Above 200º F: this substance must be preheated to
ignite.  Most combustible solids would be in this category.

Normally Stable:  substances that may become unstable at elevated
temperatures and pressures or when mixed with water.  Approach
with caution..

Irritating vapor and fumes in contact with skin, eyes, and mucous
membranes.  Use self-contained  breathing apparatus.

Stable:  substances which will remain stable when exposed to heat.

Slight Irritant.  Protection for eyes and skin required.

Will Not Burn:  substances that will not burn.
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Eye Contact
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Skin Absorption
Skin Contact
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Extreme Danger: serious injury would result from exposure to
this substance.  Do not expose any body surface to these
materials.  Full protective measures should be taken.

Dangerous: exposure to this substance would be hazardous to
health.  Protective measures are indicated.

Slight Hazard:  Irritation or minor injury would
result from exposure to this substance.  Protective
measures are indicated.

No Hazard:  exposure to this substance offers
no significant risk to health.

Deadly: even the slightest exposure to this substance would be
life threatening.  Only  specialized protective clothing, for these
materials, should be worn.
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IDENTIFICATION DE MATERIALES PELIGROSOS

SISTEMAS DE ROTULACION

EJEMPLO

CLASIFICACION DE MATERIALES PELIGROSOSLISTA DE
MATERIALES PELIGROSOS

SALUD

INFLAMABILIDAD

INESTABILIDAD

EFECTOS EN DIFERENTES ORGANOS

95107

RTN-CENTER

RTN-MINI

Yellow Binder Rack 8.75”H x 13.75”W x 5”DRack holds up to a 4-inch diameter MSDS binder.  
No sign or binder included. Mounting screws not included.  3002 ... 18.90

Part# Description Size

20”H x 14”W x 5”D3-Language RTK Center3015

Part# Description Size

8.75”H x 13.75”W x 9.25”DYellow Rack3006

TAGBOARD and VINYL tags  (drilled holes and nylon ties) include
Grommets available (1/2" inch ID) add $5.00 per pack of 25 tags
Eyelets available (1/4" inch ID) add $3.00 per pack of 25 tags

• Custom Jobs Our Specialty...Please Call For A Quote!• If You Don’t See It, We Can Make It!

PACKAGES of 25
Standard size tag 6.125"x3"

jefflavery
Footer




